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A X M I N S T E R  D E S I G N  C O L L E C T I O N � HOW IT WORKS

Available exclusively in a 4m width, the Westex Axminster Design Collection delivers true design freedom. 

Step 3. Once you've selected your Express Weave colour palette, simply apply to your chosen pattern.  

Palette 1: Spectrum

Four Colours from palette 4 TONES applied to PLAID LUXE design 16-M771277F Three Colours from palette 4 NATURALS applied to NOUVEAU design M163477F

Palette 2: Standard Palette 3: Tones Palette 4: Elegance Palette 5: Naturals

Colour Palette 4: ELEGANCE

Elegance  
Autumn Red

Elegance  
White

Elegance  
Russet

Elegance  
Black

Elegance  
Copper Tan

Elegance  
Ecru

Elegance  
Mid Charcoal

Elegance  
Silt

Elegance  
Shale

Elegance  
Wholemeal

Elegance  
Grey Frost

Elegance  
Mink

Elegance  
Fern

Elegance  
Blue Shade

Elegance  
Aspen Green

Elegance  
Aqua

Tones  
Linen

Tones  
Spice

Tones  
Stone

Tones  
Aubergine

Tones  
Grey

Tones  
Coral

Tones  
Umber

Tones  
Chestnut

Tones  
Slate

Tones  
Mango

Tones 
Ice

Tones  
Straw

Tones  
Azure

Tones  
Moss

Tones  
Silver

Tones  
Cedar

Tones  
Slate

Tones 
Ice

Tones  
Grey

Tones  
Silver

Naturals  
Pine

Naturals  
Maple

Naturals  
Ebony

Standard  
Black

Standard  
Sand

Standard  
Grey

Standard  
Hemp

Standard  
Peacock

Standard  
Driftwood

Standard  
Viridian

Standard  
Mocha

Standard  
Petrol

Standard  
Rust

Standard  
Lime

Standard  
Crimson

Standard  
Nutmeg

Standard  
Claret

Standard  
Sage

Standard  
Amethyst

Spectrum  
Burgundy

Spectrum  
Ivory

Spectrum  
Red

Spectrum  
Black

Spectrum  
Terracotta

Spectrum  
Cream

Spectrum  
Navy Blue

Spectrum  
Light Gold

Spectrum  
Sapphire

Spectrum  
Dark Gold

Spectrum  
Beige

Spectrum  
Light Green

Spectrum  
Dark Beige

Spectrum  
Dark Green

Spectrum  
Brown

Spectrum  
Willow

Naturals  
Ash

Naturals  
Oak

Naturals  
Ebony

Naturals  
Walnut

Naturals  
Maple

Naturals  
Birch

Naturals  
Pine

Naturals  
Elm

Step 2. Choose from five curated Express Weave colour palettes:

Step 1. Choose your desired pattern from hundreds of designs, organised into 14 distinctive style collections.
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Create your own 
bespoke colour with 

our unique dye service
You can also create a bespoke shade through our Special Dye Service to be realised in any pattern.

A X M I N S T E R  D E S I G N  C O L L E C T I O N

IN BLOOM 3-N556379F

HERITAGE 2-HM052577F 
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A X M I N S T E R  D E S I G N  C O L L E C T I O N  �  WEAVE 7

Technical Specification

Luxury Rating      BS EN 1307:2014 LC3

Suitability Heavy Domestic 
Heavy Commercial 

Construction Woven Axminster

Texture Cut Pile Velour

Pitch 7 per inch/27.6 per dcm

Rows 7 per inch/27.6 per dcm

Finished Pile Height (+/- 1mm) 7.5mm

Gross Total Pile Weight (+/- 10%) 1113 g/m2

Finished Total Carpet Weight (+/- 15%) 1900 g/m2

Tuft Density (+ 10%, - 7.5%) ISO 1763 76,176 per m2

Yarn Type (+/- 3%) 80% Wool 20% Nylon

Yarn Count & Tex 2ply/47’s Dewsbury / R667 tex

Backing Woven Polyester/Polypropylene

Width (+/- 1.25%) 4.00m 

Reaction to Fire BS EN 13501 Class Cfl-s1

CE Mark EN 14041 7
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A X M I N S T E R  D E S I G N  C O L L E C T I O N �  WEAVE 8

Technical Specification

Luxury Rating      BS EN 1307:2014 LC3
m

Suitability Heavy Domestic 
Heavy Commercial 

Construction Woven Axminster

Texture Cut Pile Velour

Pitch 7 per inch/27.6 per dcm

Rows 8 per inch/31.4 per dcm

Finished Pile Height (+/- 1mm) 7.5mm

Gross Total Pile Weight (+/- 10%) 1270 g/m2

Finished Total Carpet Weight (+/- 15%) 2070 g/m2

Tuft Density (+ 10%, - 7.5%) ISO 1763 86,940 per m2

Yarn Type (+/- 3%) 80% Wool 20% Nylon

Yarn Count & Tex 2ply/47’s Dewsbury / R667 tex

Backing Woven Polyester/Polypropylene

Width (+/- 1.25%) 4.00m 

Suitability Heavy Domestic 
Heavy Commercial 

Reaction to Fire BS EN 13501 Class Cfl-s1

Flammability BS4790 Hot Nut Test Low Radius of Char

Castor Chair Not recommended unless protecting mat is present

Suitability for stairs BS EN1307 Yes*

CE Mark EN 14041 7
* For maximum performance we recommend the use of an approved stair nosing and the movement of carpet every 6 months from tread to rise.
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A X M I N S T E R  D E S I G N  C O L L E C T I O N �  WEAVE 9

Technical Specification

Construction Woven Axminster

Texture Cut Pile Velour

Pitch 7 per inch/27.6 per dcm

Rows 9 per inch/35.4 per dcm

Finished Pile Height (+/- 1mm) 7.5mm

Gross Total Pile Weight (+/- 10%) 1428 g/m2

Finished Total Carpet Weight (+/- 15%) 2240 g/m2

Tuft Density (+ 10%, - 7.5%) ISO 1763 97,704 per m2

Yarn Type (+/- 3%) 80% Wool 20% Nylon

Yarn Count & Tex 2ply/47’s Dewsbury / R667 tex

Backing Woven Polyester/Polypropylene

Width (+/- 1.25%) 4.00m 

Suitability Extra Heavy Domestic 
Extra Heavy Commercial 

Reaction to Fire BS EN 13501 Class Cfl-s1

Flammability BS4790 Hot Nut Test Low Radius of Char

Castor Chair Not recommended unless protecting mat is present

Suitability for stairs BS EN1307 Yes*

CE Mark EN 14041 7
* For maximum performance we recommend the use of an approved stair nosing and the movement of carpet every 6 months from tread to rise.
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A X M I N S T E R  D E S I G N  C O L L E C T I O N �  WEAVE 10

Technical Specification

Construction Woven Axminster

Texture Cut Pile Velour

Pitch 7 per inch/27.6 per dcm

Rows 10 per inch/39.4 per dcm

Finished Pile Height (+/- 1mm) 7.5mm

Gross Total Pile Weight (+/- 10%) 1589 g/m2

Finished Total Carpet Weight (+/- 15%) 2410 g/m2

Tuft Density (+ 10%, - 7.5%) ISO 1763 108,744 per m2

Yarn Type (+/- 3%) 80% Wool 20% Nylon

Yarn Count & Tex 2ply/47’s Dewsbury / R667 tex

Backing Woven Polyester/Polypropylene

Width (+/- 1.25%) 4.00m 

Suitability Extra Heavy Domestic 
Extra Heavy Commercial, Spike Resistant 

Reaction to Fire BS EN 13501 Class Cfl-s1

Flammability BS4790 Hot Nut Test Low Radius of Char

Castor Chair Not recommended unless protecting mat is present

Suitability for stairs BS EN1307 Yes*

CE Mark EN 14041 7
* For maximum performance we recommend the use of an approved stair nosing and the movement of carpet every 6 months from tread to rise.
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A X M I N S T E R  D E S I G N  C O L L E C T I O N �  WEAVE 11

Technical Specification

Construction Woven Axminster

Texture Cut Pile Velour

Pitch 7 per inch/27.6 per dcm

Rows 11 per inch/43.5 per dcm

Finished Pile Height (+/- 1mm) 7.5mm

Gross Total Pile Weight (+/- 10%) 1634 g/m2

Finished Total Carpet Weight (+/- 15%) 2550 g/m2

Tuft Density (+ 10%, - 7.5%) ISO 1763 119,508 per m2

Yarn Type (+/- 3%) 80% Wool 20% Nylon

Yarn Count & Tex 2ply/47’s Dewsbury / R667 tex

Backing Woven Polyester/Polypropylene

Width (+/- 1.25%) 4.00m 

Suitability Extra Heavy Domestic 
Extra Heavy Commercial, Spike Resistant 

Reaction to Fire BS EN 13501 Class Cfl-s1

Flammability BS4790 Hot Nut Test Low Radius of Char

Castor Chair Not recommended unless protecting mat is present

Suitability for stairs BS EN1307 Yes*

CE Mark EN 14041 7
* For maximum performance we recommend the use of an approved stair nosing and the movement of carpet every 6 months from tread to rise.
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Allergy Guard
protects against dust mites,

bacteria & allergens

Allergy Guard protects against pests, bacteria and allergens whilst Fresh Guard inhibits mould and neutralises 

pet odours. All Westex Carpets have an anti-dust mite treatment applied to protect against house dust mites, 

mould fungi and bacteria and their allergens, fresh guard is also part of the construction of this treatment. 

The active ingredient in the treatment does not allow the debris (human skin, hair etc.) to decay into the food 

that the dust mites thrive upon, thus there is no environment for them to exist or thrive in. This will also inhibit the 

bacteria and mould development. Thorough vacuuming will then maintain the cleanliness of the carpet.

This treatment has been subjected to the full rigours of scientific testing, both toxicologically and ecologically, 

to establish that there is no harm to human or pet health, or the environment. It is tested to OECD 404 and 

406 to qualify as no irritation or sensitisation.

These treatments combine with the wool fibre on a permanent basis and will last the life time of the carpet.

All Westex Carpets have a Stain Resist treatment applied. Stain Resist is not a stain blocker. Stain Resist slows 

the stain penetration down, giving time to get the carpet cleaned. The stain resist formula bonds with the fibre 

to provide protection against dirt and damp, therefore making caring for the carpet easier. 

This treatment prevents stains from penetrating the fiber and they temporarily remain locked on the surface 

so they can easily be removed. The breathable properties of the fibre are not affected.

Shampooing and professional carpet cleaning products cannot break the bonds between the active chemical 

and fibre. The performance of the Stain Resist will last 5 years, subject to normal, reasonable use.

Stain Resist is free from CFCs and is dermatologically tested. The Stain Resist polymers show no toxicity even 

at the highest applied levels and no bioavailability, metabolism or hydrolysis.

All Westex carpets have a mothproofing treatment applied. Mothproofing protects your carpet against the 

attack of both moths and other wool eating insects. The active ingredient in the moth-proof makes the keratin 

(a protein found in wool) that moths, bugs and other insects thrive upon, indigestible. They literally starve as 

their digestive systems are unable to convert the keratin they have eaten into usable food.

The moth-proof combines with the wool fibre on a permanent basis and will last the life time of the carpet. 

Westex’s award winning moth-proof process has had scientific testing, both toxicologically and ecologically, to 

establish that there is no harm to human or pet health with no effluent waste.

Fresh Guard
neutralises pet odours

& inhibits mould

Stain-Resist
keeps carpet looking

newer for longer

T H E  U N I Q U E  A D V A N T A G E S 
O F  A  W E S T E X  C A R P E T

Moth Guard 
protects your carpet

against moths

Samples
Samples of all the designs and colourways illustrated can be 
produced in the form of “Kibby” carpet samples (to represent 
colour and design only). These are usually available within 72 
hours. Please note that whilst every effort is made to accurately 
replicate designs in a Kibby format, this is not fully representative 
of the finished woven product. Some allowance therefore 
must be made to take account of the visual differences which 
may occur depending on the design selected and the quality 
produced.

Quality Selection
The qualities detailed represent specifications which should 
satisfy most commercial requirements. With each particular 
installation, the decision on which quality is most appropriate will 
depend on the levels of traffic, colour and design as well as the 
length of time the carpet is expected to be installed. Westex have 
many years experience in these considerations and can provide 
detailed advice on quality selection on a project by project basis.

Planning and Estimation Service
Using the latest Callidus planning software, Westex can 
accurately estimate carpet requirements from site plans to any 
scale. Accurate estimations can be calculated and adjustments 
made to minimise wastage. One critical area of importance is 
seam placement. Knowledge of customer flow through the 
building is used to guide the installer in the careful positioning of 
seams to avoid premature wear.

General Installation Recommendations
All patterned carpets should be installed in accordance with 
BS5325:2001 Installation of Textile Floor coverings and NICF 
Manual detailing industry best practice.

General Maintenance Recommendations
Westex recommend that this carpet is maintained in accordance 
with an agreed maintenance schedule which should include the 
following:
•  Vacuum regularly.
•  Remove spills immediately.
•  Professionally clean as required.

Pile Reversal
All cut pile carpets can suffer from pile reversal and in certain 
instances this may become permanently bent or distorted 
for no specific reason that research has yet identified, giving 
areas of light and shade. This is also described as “shading” or 
“watermarking”. It is not a defect in manufacture; it only occurs in 
a small percentage of all carpets and no liability whatsoever can 
be accepted by the manufacturer in respect of it.

Pile Pressure
All cut pile carpets are liable to show light and dark patches 
resulting from disturbance of the pile created by foot traffic 
or brushing. This is a normal feature and is not a defect in 
manufacture and no liability whatsoever can be accepted by the 
manufacturer in respect of it.

A X M I N S T E R  D E S I G N  C O L L E C T I O N


