TECHNICAL DETAILS

EVOKE VELVET COLLECTION






EVOKE VELVET COLLECTION

The Evoke Collection by Westex is a
luxurious velvet carpet range crafted with
VelveTex Technology. Creating a rich,
sumptuous finish with exceptional depth
and softness underfoot, it brings a quiet,
considered luxury to any interior.

Available in 5 widths:
1.00m, 3.66m (12ft), 4.00m, 4.57m (15ft) & 5.00m

Method of Manufacture:
Tufted Cut Pile

Pile Material:
VelveTex

Colour Palette:
14 Muted Shades
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LUXURY QUALITY
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EVOKE VELVET

Luxury Rating: LC5

End Use Classification: Class 23 /33

Tuft Density*: 217,000 per m?

Total Carpet Thickness*: 12.0mm

Tog Rating*: 1.19 tog

*+/-10% commercial tolerance
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EVOKE VELVET COLLECTION

14 COLOUR OPTIONS

Oak Whisper River Stone Cloudy Sky

Calm Sepia Honey Melt Dust Cloud

Warm Breeze Ginger Cream

Iced Latte Fired Clay

5737

Champagne Haze Ivory Echo
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EVOKE VELVET COLLECTION

Technical Specification

EVOKE

Luxury Rating

BS EN 13072014

LC5

W

End Use Classification

BS EN 13072014

Class 23 Heavy Domestic Use
Class 33 Heavy Commercial Use

Hexapod 4000

BS EN 13072014

4.0

Hexapod 12000

BS EN 13072014

4.0

Roll Widths®

Available in 5 sizes:
+1.00m

«3.66m (12ft)
«4.00m

«4.57m (15ft)
«5.00m

Roll Length

Customisable

L

Method of Manufacture

Tufted Cut Pile

Tuft Density” ISO 1763 217,000 per m?

Pile Material VelveTex

Pile Height above Backing’ 10.0mm

Total Carpet Thickness’ 12.0mm

Primary Backing Polypropylene

Flammability BS4790 Hot Nut Test Low Radius of Char

Reaction to Fire BS EN 13501 Class Cq-sl !&.

En

Delamination BS ISO 11857 Pass
Minimum 1500 (N)

Thermal resistance BS4745 119tog

=

Dimensional Stability ISO 25511981 (2010) Pass
Pass if shrinkage is equal to or less than 1.2% KN
and extension less than or equal to 05%

Colour Fastness: Light BS EN SO -BO2 5 =R

Colour Fastness: Shampooing BS ISO -18168 5

Colour Fastness: Rubbing BS EN ISO -X12 5

Electrical Resistance SO 10965:201 Pass

Does not exceed 10Q

=
5

g

Underfloor heating system

Suitable to a max. 27°C
Please check with manufacturers guidelines

vVOC BS EN 16516 Low
CE Mark EN 14041 c E
Warranty 6 Years

*Commercial Tolerance +/-10%
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